Cisco Catalyst 


	
	2948G
	2950T (using)
	3550
	3750

	Price
	8,693
	3,618
	7,243
	10,143

	Ports
	48
	48
	48
	48

	Port types- Mbps
	10/100 
	10/100
	10/100
	10/100



	Uplink Ports
	2-gigabit SX (fiber)
	2 -10/100 /1000
	2 – GBIC
	4 – SFP SMI SX (fiber)

	Power Supply
	Redundant, 

hot swap
	Redundant, receptacle
	Redundant, receptacle,

RPS 300, 675
	Redundant, receptacle

RPS 675

	VLAN
	Y
	Y
	Y
	Y

	Device Layer
	2
	2
	2 & 3
	2 & 3 & 4

	Protocols
	802.3 - 3u, 3z

802.1Q, 1D


	802.1p

802.1x

802.3ad
	802.1x,w,s,p,Q

802.3ad,u,ab,z
	802.1,Q

802.3

	Memory
	Buffering:8 MB (Shared)

NVRAM:512 KB

FLASH:12 MB

SDRAM:64 MB
	Buffering:8 MB (Shared)

DRAM:16 MB

FLASH:8 MB
	Buffering:4 MB (Shared)

DRAM:64 MB

FLASH: 16 MB
	DRAM:128 MB

FLASH: 16 MB

	Switching
	MAC Addresses: 16000  

	MAC Addresses: 8000


	MAC Addresses: 8000
	MAC Addresses:12,000


Final Decision:
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Cisco Catalyst 2950T-48 Switch
Cisco Catalyst 2950T-48-SI Switch is a standalone, fixed-configuration, managed 10/100 switch with two fixed 10/100/1000BASE-T uplinks that provides user connectivity for small to midsize networks. With these integrated ports, it is a cost-effective solution for delivering gigabit speeds over copper media. Dual ports provide redundancy and increased availability, as well as provide a cost-effective means for cascading switches and managing them as a cluster. Embedded in all Cisco Catalyst 2950 Series switches is the Cisco Cluster Management Suite (CMS) Software, which allows users to simultaneously configure and troubleshoot multiple Catalyst desktop switches using a standard Web browser.

· 48 10/100 ports and 2 fixed 10/100/1000BASE-T uplink ports 

· 1-rack-unit (RU) switch 

· Cisco IOS Software functions for basic data, voice, and video services at the edge of the network 

· Standard Image software installed 

· Ideal for migration to Gigabit Ethernet over copper media in the access layer 

	

	

	

	


	
	2950 (using)
	3550
	3750

	Price
	1,298
	14,493
	10,143

	Ports
	12
	12
	48

	Port types- Mbps
	10/100
	10/100/1000
	10/100



	Uplink Ports
	
	2 – GBIC
	4 – SFP SMI SX (fiber)

	Power Supply
	Redundant, receptacle RPS 675
	Redundant, receptacle,

RPS 300, 675
	Redundant, receptacle

RPS 675

	VLAN
	Y
	Y
	Y

	Device Layer
	2
	2 & 3
	2 & 3 & 4

	Protocols
	802.1p

802.1x

802.3ad
	802.1x,w,s,p,Q

802.3ad,u,ab,z
	802.1,Q

802.3

	Memory
	Buffering:8 MB (Shared)

DRAM:16 MB

FLASH:8 MB
	Buffering:4 MB (Shared)

DRAM:64 MB

FLASH: 16 MB
	DRAM:128 MB

FLASH: 16 MB

	Switching
	MAC Addresses: 8000


	MAC Addresses: 8000
	MAC Addresses:12,000


Final Decision:
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Cisco Catalyst 2950-12 Switch
Is a standalone, fixed-configuration, managed 10/100 switch providing user connectivity for small to mid-sized networks. This wire-speed desktop switch comes with Standard Image (SI) software features and offers Cisco IOS® functionality for basic data, video and voice services at the edge of the network. Embedded in all Catalyst 2950 Series is the Cisco Cluster Management Suite (CMS) Software, which allows users to simultaneously configure and troubleshoot multiple Catalyst desktop switches using a standard Web browser.

· 12 10/100 ports 

· 1 rack unit (RU) stackable switch 

· Wire-speed desktop switches offering Cisco IOS® functionality for basic data, video and voice services at the edge of the network 

· Standard Image (SI) software installed 

· Ideal for desktop connectivity 

